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SwiftShelter Eco 62 

SPECIFICATION 

 

Utility Shelter Description -  SwiftShelter Eco 62 
 

Floor Area (single unit):-  6.22 m² 

Length (single unit):-  2.46 m 

Width:-   2.53 m 

Wall height at shoulder:- 1.90 m 

Internal height at ridge:-  2.25 m 

1 screened entry door:-  1.90 m head height x 0.65 m wide 

2 screened windows :-  0.60 m high x 0.80 m wide 

Built-in floor liner of 6 mm polypropylene flute board for durable on-ground use 

Hold down by steel peg anchors  and/or sandbags on end wall apron 

Multiple modules can be easily linked together to form a larger SwiftShelter cluster 

Pack Description. 
 

Flat packed shelter:-  1 pack per shelter 

Typical pack size:-  2.90 m x 1.15 m x  0.16 m per pack 

Average pack weight: -   85 kg per pack  

Typical pack volume:-  0.54 m³ per pack 

 
Shelter Specifications. 
 

Primary Materials :-                          Wall & roof panels manufactured from polypropylene (PP) rigid-profile board, extruded 

from UV stabilised, flame retarded random copolymer. 

 Window and door frames manufactured from corrosion resistant aluminium extrusions. 

Fire Safety:- All polypropylene (PP) components FR treated to meet nominal UL94 V2 standard. 

Thermal Performance:- Heat transfer coefficient  U = 3.0 w/m² °K. 

UV Resistance:- Typical service life 3 to 5 years – can be increased significantly by painting or over-cladding 

roof and walls. 

Wind Resistance:- Designed to withstand winds of at least 28 m/s (100 km/hr) when shelter adequately  

 anchored to the ground. 

Water Resistance:- Impervious to water damage and humidity in storage and service - no special storage  

 requirements. 

Temperature Range:- Serviceable from -20°C to +60°C ambient temperature. 
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Manufactured from fully recyclable materials 


